DC60-12A

DEEP CYCLE

MAINTENANCE - FREE
SEALED AGM BATTERY

Mechanical Specifications
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PURE LEAD. PURE QUALITY.

Electrical Specifications

Nominal Voltage 12V Total Height (with terminals) 188 mm (7.40 inch)
C20 60Ah Total Height (case only) 188 mm (7.40 inch)
c10 54Ah Length 265 mm (10.43 inch)
C5 49.2Ah Width 166 mm (6.54 inch)
CCA 410A Weight (approx.) 20.7 kg (45.64 Ibs)
CA or MCA 485A Terminal Type AP
HPCA 900A (5sec) ABS Plastic
Sty Cees (Flame Res. Rating UL94-HB)
Reserve Capacity @25 amps 95 min
Reserve Capacity @75 amps 24 min s .
Recommended Charge Current 6A - 15A e — ! e
g M T o[ (1] A I
Maximum Charge Current 20A
£
Duration of discharge vs. Discharge current
Terminal unit:mm
POSITIVE NEGATIVE
1 ————— 11 17.2 16
SikRil:
\ || ] A A '
N
U U
(0]
=
(o]
S
3 i Discharge characteristics 25°C (77°F)
= | I
S } ‘ V)
S bt \ 2y T : 250 °
= emperature: 25°C ( 77°F)
e IRERRE ‘ Battery \ T T TTTIT] BEEEE T T T TII] \
T NI o 130 S\J——\—##LH—H-F—ﬁ—ﬁ)—hL—AfL\_lMﬁk—A»—
[ N | 1IN @1204\»\ — 7L7
1oliiih _LinN g 1
B oot S 10 - = B Y
Bt S S e Bt 5.4 Bt g B T w0 b ; TSI
OfF———A——4 =4k FHt———— ===t 4 —— =4~ — £ I 0A 34. | 1
RN E T e T T T T
€ [ R R L Q80—+ —— o A e e =
1 S 10 50 100 500 ! Lo L L[] Cor il \
1 2 5 10 20 60 2 5 10 20
D. h t A [ minutes + hours d
ischarge current(A) Discharge time

Cut off voltage V/cell 1 15M 30M 45M 1H 2H 3H 5H 8H 10H 12H 20H 24H

1.75V ‘ 87 ‘ 55.9 ‘ 413 ‘ 341 ‘ 18.1 ‘ 13.58 ‘ 9.52 ‘ 6.53 ‘ 5.40 ‘ 4.60 ‘ 3.00 ‘ 2.51

All listed ratings are @ 100% SoC, T=25°C (77°F), 1.75VPC unless otherwise specified.
Specifications listed are for estimation purpose only. Battery performance can vary depending on application. Battery design subject to change.
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LIFE CYCLES (per BCI) (Based on BCl Testing @ 2-hr Rate)

Temperature Range Specifications
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STORAGE PERIOD (MONTHS) Note: “Boost Charge” required @ 75% SoC, Max 50% Soc

Charge Voltages

Condition Recommended | Maximum Recommended | Maximum Battery Voltages

Storage -15°C to 50°C -40°C to 71°C | 5°F to 122°F -40°F to 160°F Charge Stage 12v 24V 36V 48V
Operation -15°C to 40°C -40°C to 71°C | 5°F to 104°F -40°F to 160°F Bulk 14.7V 29.4V 441V 58.8V
Charge with TC* | -15°C to 50°C -40°Cto 71°C | 5°F to 122°F -40°F to 160°F Absorption 14.7V 29.4V 441V 58.8V
Charge w/o TC* 0°C to 40°C -15°C to 50°C | 32°F to 104°F 5°F to 122°F Float 13.6V 27.2V 40.8V 54.6V

*TC = Temperature Compensation

Terminal Torque Specs

TC Factor: (-4mV°C/cell) or (-2mV°F/cell)

Terminal Type ft-lbs in-lbs nm

AP, DT (ap), M6, M6M (Stud), TPO7 (AP), TP08 (AP) 4.2-0.6 50 -70 56-7.9
FR45 6.0-7.5 70 -90 7.9-10.1
M8 71-8.0 85-95 9.6 - 10.7
DT (Stud), M10M (Stud) 9.2-10.4 110 - 125 12.2-14

All listed ratings are @ 100% SoC, T=25°C (77°F), 1.75VPC unless otherwise specified.
Specifications listed are for estimation purpose only. Battery performance can vary depending on application. Battery design subject to change.
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